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KLAUS Refrigeration is the first company in Vietnam that specialize in manufacturing industrial 

refrigerators for hospitality and catering industry with European technology. 

At KLAUS, we are not just focus on commercial refrigeration, we also provide custom-made 

refrigaration solutions. We are the first name to be  mentioned as tailored-made refrigeration 

solution provider in Vietnam.

We are becoming one of the top manufacturers of professional refrigeration appliances for 

upper-class restaurants, hotels, and resorts in Vietnam and around the globe.

ABOUT�US�

We aim to be the top in the hospitality and F&B industry with the best-qualified refrigeration 

solutions, our products are defined as a combination of the latest technology trends and 

customer’s needs. 

Located in Hiep Phuoc Industrial Zone with a high-tech manufacturing factory, with yearly 

productivity of 15.000 units and thus shortening the delivery time for both standard and 

custom-made products. So that we can supply diverse models and high-quality products as 

well as delivering new concepts and solutions beyond customer’s expectations.
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TRUST
We have been trusted by our 
customer for our quaility 
products

INNOVATIVE
We aim to making our 
product always innovative 

COMMITMENT
We are commited to deliver 
highest quaility product to 
our customer

CONTINOUS IMPROVEMENT
We continuously improve 
our process, technology and 
quaility  

CARE
We care for our community 
and green environment

We aim to be the first name in custom-made and standard refrigeration solutions provider in 

Vietnam with European technology and standard.

OUR�VISION

We provide custom-made, innovative, stylist and eco-friendly refrigeration solutions with 

highest demand for food safety egornomics.   

OUR�MISSION

OUR�CORE�VALUES
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KLAUS Factory is equipped with automation and absolute accuracy from Salvagnini (Italy) 
and testing devices from Galileo (Italy), we ensure highest quaility products and solutions 
for our customer.
KLAUS Factory obtained ISO9001:2015 and HACCP regulations, out products can satisfy 
every customer expectaions.

OUR�FACTORY

PRODUCT VARIATION

At KLAUS, we offer full range of 

refrigeration products to our 

customer, including: chillers, 

freezers, wine cellars, display 

cabinets, hot & cold cart, blast 

chiller/freezer and much more.

ENDLESS CUSTOMIZATION

With experienced R&D and 

Design team, we provide 

endless of customization 

options for our customer to fit in 

every floorplan design and with 

the most stylist appearance.

SPEED AND ACCURACY

With hi-tech system and skilled 

workers, our yearly productivity 

are at 15,000 units per year, 

shorten our delivery time for 

custom-made products.
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KLAUS�PRODUCT�GENERAL�FEATURES

Controller with fail safe device for thermocouple.
Intelligent defrost function control ensures the evaporator 
working to its optimum performance.
Audible and visual Hi/Lo alarm, door open alarm for freezer.
CE Approved.

CONTROLLER

304 grade stainless steel for exterior and interior finish.
Foodsafe, durable and easy cleaning.
SUS 304 exterior thickness: 0.8mm; interior thickness: 
0.6mm.
Galvanized steel exterior back and base.

304 GRADE STAINLESS STEEL

Thick Cylopentance insulation with low GWP 11 (Global 
Warming Potential) and ODP Zero (Ozone Depletion 
Potential), Foam Density : 44- 48 kg/m³.
Magnetic door gasket with air release point: Provides an 
excellent seal, avoids dirt traps & easy replacement.
Special glue generates chemical bonding stainless steel 
sheet and foam, ensure no depart even under great pressure.

FOAM DENSITY & DOOR GASKET

Compressor, CE approved, from Embraco (Brazil and 
Slovakia ), appropriate for tropical ambient (43°C or 32°C).
Leak detection test for evaporator and condenser.
Comprehensive system test before leaving factory.
Removable cassette type cooling system for easy 
maintenance.

COMPRESSOR
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Accommodate GN 1/1 or 2/1 size pan for all standard units.
Standard models equipped with locks and PE coated racks, 
perforated stainless steel shelves.
Adjustable racking with tray slides allows flexible storage, 
easy cleaning and tipping prevention.

G/N SIZE & RACK SYSTEM

Door and Drawer have thick cyclopentance and insulation for 
maximum prevention on heat loss and air leakage.
Door heaters for counter / upright chiller.
Drawer slide endure 60 kg loading.
Door locks included as standard feature.
Full stainless steel handle with V-cut technology.

DOOR & DRAWER

All glass item supplied by KLAUS featured double layer 
ultra-clear heated glass.
Beverage cooler equipped double layer ultra-clear heated 
glass door with aluminum alloy frame.

DOUBLE LAYER ULTRA-CLEAR HEATED GLASS

Reversible door hinge: Auto close door when open <90°, or 
keeps door open when >90°.
Interior Led Lighting (2700K).
One-piece stainless steel dished base with radius corner 
provide easy to clean and hygienic properties.
HACCP Compliant.

OTHER FEATURES
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UNDERCOUNTER BROILER

COUNTER BAKERY BLAST CHILLER / FREEZER

COUNTER DRAWER HEAT / COLD CART

UPRIGHT COLDWELL

FISH FILE BOTTLE COOLER

COUNTER DOOR WINE CHILLER



Pg.11 | KLAUS - UPRIGHT CABINET

BACK OF HOUSE SERIES

KUC / KUF-2HDKUC / KUF-1FD

KUC / KUF-2FD KUC / KUF-4HD

UPRIGHT�CABINET

K-SERIES
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KUC / KUF-1FD KUC / KUF-2HD KUC / KUF-2FD KUC / KUF-4HD

Chiller: 12.6  | Freezer:  20.3 (KW/24h)Chiller: 5.8  | Freezer: 10.4 (KW/24h)

Chiller: 1/3 HP  | Freezer:  1 HPChiller: 1/4HP  | Freezer: 3/4 HP

Chiller: 623W  | Freezer:  3389WChiller: 485W  | Freezer: 1844W

MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

POWER CONSUMPTION

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

Chiller: +1 / +4 °C | Freezer: -18 / -22 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

Chiller: R134a  | Freezer: R404a

Hydrophilic Plated

725

820

1980

725

820

1980

1400

820

1980

1400

820

1980

585

685

1370

585

685

1370

1260

685

1370

1260

685

1370

549 L 549 L 1182 L 1182 L

Forced Air Forced Air Forced Air Forced Air

SPECIFICATION

K-SERIES
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KFC-7

FISH�FILE

K-SERIES
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KFC-7MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

NUMBER OF CONTAINERS

SUS 304 THICKNESS

POWER SUPPLY

DRAIN OUTLET (*)

* Note: This model fitted with 19�mm drainage for maximum cleanliness.

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

-2 / +2 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

Chiller: R134a

Hydrophilic Plated

570

725

1800

450

600

1200

7

Static Cool

1/4 HP

480 W

19mm

SPECIFICATION

K-SERIES
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KCC / KCF-1.1-2DKCC / KCF-1.1-1D

KCC / KCF-1.1-3D

COUNTER�DOOR
1/1�GN

K-SERIES
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KCC / KCF-1.1-1D KCC / KCF-1.1-2D KCC / KCF-1.1-3D

Chiller: 3.4 (KW/24h)
Freezer: 9.1 (KW/24h)

Chiller: 3.5 (KW/24h)
Freezer: 11.6 (KW/24h)

Chiller: 8.0 (KW/24h)
Freezer: 13.2 (KW/24h)

Chiller: 1/4 HP
Freezer: 1/2 HP

Chiller: 1/4 HP
Freezer: 1/2 HP

Chiller: 1/3 HP
Freezer: 3/4 HP

Chiller: 485 W
Freezer: 1319 W

Chiller: 485 W
Freezer: 1844 W

Chiller: 623 W
Freezer: 2229 W

MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

POWER CONSUMPTION

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

Chiller: +1 / +4 °C | Freezer: -18 / -22 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

Chiller: R134a  | Freezer: R404a

Hydrophilic Plated

905

680

850

1370

680

850

1835

680

850

390

560

570

855

560

570

1320

560

570

124 L 273 L 421 L

Forced Air Forced Air Forced Air

SPECIFICATION

K-SERIES
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BACK OF HOUSE SERIES

KCC / KCF-2.1-2DKCC / KCF-2.1-1D

KCC / KCF-2.1-3D

COUNTER�DOOR
2/1�GN

K-SERIES
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KCC / KCF-2.1-1D KCC / KCF-2.1-2D KCC / KCF-2.1-3D

Chiller: 3.48 (KW/24h)
Freezer: 8.6 (KW/24h)

Chiller: 6.42 (KW/24h)
Freezer: 12.3 (KW/24h)

Chiller: 8.6 (KW/24h)
Freezer: 15.2 (KW/24h)

Chiller: 1/4 HP
Freezer: 1/2 HP

Chiller: 1/4 HP
Freezer: 3/4 HP

Chiller: 1/2 HP

Chiller: 450 W
Freezer: 930 W

Chiller: 450 W
Freezer: 1844 W

Chiller: 950 W

MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

POWER CONSUMPTION

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

Chiller: +1 / +4 °C | Freezer: -18 / -22 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

Chiller: R134a  | Freezer: R404a

Hydrophilic Plated

1080

780

850

1735

780

850

2390

780

850

570

660

585

1210

660

585

1865

660

585

220 L 467 L 720 L

Forced Air Forced Air Forced Air

SPECIFICATION

K-SERIES



BACK OF HOUSE SERIES

KDC / KDF-1.1-1WKDC / KDF-1.1-1N

KDC-1.1-3N KDC-1.1-3W

KDC / KDF-1.1-2N KDC / KDF-1.1-2W

COUNTER�DRAWER
1/1�GN

K-SERIES

Pg.19 | KLAUS - COUNTER DRAWER 1/1 GN



KDC /
KDF-1.1-1N

KDC /
KDF-1.1-2N

KDC-1.1-3N KDC /
KDF-1.1-1W

KDC /
KDF-1.1-2W

KDC-1.1-3WMODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

POWER CONSUMPTION
(KW/24h)

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

Chiller: +1 / +4 °C | Freezer: -18 / -22 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

Chiller: R134a  | Freezer: R404a

Hydrophilic Plated

905

680

850

1370

680

850

1835

680

850

905

680

850

390

560

570

855

560

570

1320

560

570

390

560

570

124 L 273 L 421 L 124 L

1370

680

850

855

560

570

273 L

Chiller: 3.4
Freezer: 9.1

Chiller: 3.5
Freezer: 11.6

Chiller: 8.5 Chiller: 3.4
Freezer: 9.1

Chiller: 6.4
Freezer: 11.6

Forced Air Forced Air Forced Air Forced Air Forced Air

Chiller: 1/4 HP
Freezer: 1/2 HP

Chiller: 1/4 HP
Freezer: 3/4 HP

Chiller: 1/2 HP Chiller: 1/4 HP
Freezer: 1/2 HP

Chiller: 1/4 HP
Freezer: 1/2 HP

Chiller: 485 W
Freezer: 1319 W

Chiller: 485 W
Freezer: 1844 W

Chiller: 950 W

1835

680

850

1320

560

570

421 L

Chiller: 10.3

Forced Air

Chiller: 1/2 HP

Chiller: 950 WChiller: 485 W
Freezer: 1319 W

Chiller: 485 W
Freezer: 1844 W

SPECIFICATION

K-SERIES
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BACK OF HOUSE SERIES

KDC / KDF-2.1-1WKDC / KDF-2.1-1N

KDC-2.1-3N KDC-2.1-3W

KDC / KDF-2.1-2N KDC / KDF-2.1-2W

COUNTER�DRAWER
2/1�GN

K-SERIES
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KDC /
KDF-2.1-1N

KDC /
KDF-2.1-2N

KDC-2.1-3N KDC-2.1-3WKDC /
KDF-2.1-1W

KDC /
KDF-2.1-2W

MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

POWER CONSUMPTION
(KW/24h)

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

Chiller: +1 / +4 °C | Freezer: -18 / -22 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

Chiller: R134a  | Freezer: R404a

Hydrophilic Plated

1080

780

850

1735

780

850

2390

780

850

1080

780

850

570

660

585

1210

660

585

1865

660

585

570

660

585

220 L 467 L 720 L 220 L

1735

780

850

1210

660

585

467 L

Chiller: 3.3
Freezer: 8.6

Chiller: 6.4
Freezer: 12.3

Chiller: 11 Chiller: 3.3
Freezer: 8.5

Chiller: 6.4
Freezer: 12.3

Forced Air Forced Air Forced Air Forced Air Forced Air

Chiller: 1/4 HP
Freezer: 1/2 HP

Chiller: 1/4 HP
Freezer: 3/4 HP

Chiller: 3/4 HP Chiller: 1/4 HP
Freezer: 1/2 HP

Chiller: 1/3 HP
Freezer: 1/2 HP

Chiller: 620 W
Freezer: 1844 W

Chiller: 620 W
Freezer: 1844 W

Chiller: 1280 W

2390

780

850

1865

660

585

720 L

Chiller: 12

Forced Air

Chiller: 3/4 HP

Chiller: 1280 WChiller: 620 W
Freezer: 1844 W

Chiller: 620 W
Freezer: 1844 W

SPECIFICATION

K-SERIES
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BACK OF HOUSE SERIES

KCC-B-2DKCC-B-1D

KCC-B-3D

COUNTER�DOOR
BAKERY�(400x600)

K-SERIES
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KCC-B-1D KCC-B-2D KCC-B-3D

4 (KW/24h) 5.1(KW/24h) 9.9 (KW/24h)

1/4 HP 1/4 HP 1/2 HP

480 W 480 W 950 W

MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

POWER CONSUMPTION

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

Chiller: +1 / +4 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

Chiller: R134a  | Freezer: R404a

Hydrophilic Plated

950

750

850

1475

750

850

2000

750

850

440

630

570

950

630

570

1475

630

570

168 L 365 L 561 L

Forced Air Forced Air Forced Air

SPECIFICATION

K-SERIES



BACK OF HOUSE SERIES

KBU-2.1-2KBU-1.1-2

KBU-1.1-6

KBU-1.1-4 KBU-2.1-4

UNDER�COUNTER
BROILER

K-SERIES

Pg.25 | KLAUS - UNDER COUNTER BROILER



KBU-1.1-2 KBU-1.1-4 KBU-1.1-6 KBU-2.1-2 KBU-2.1-4MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

POWER CONSUMPTION

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

Chiller: +1 / +4 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

R134a

Hydrophilic Plated

1080

660

545

1535

660

545

1990

660

545

1285

780

545

365

560

345

810

560

345

1255

560

345

560

680

345

118 L 208 L 298 L 190 L

1945

780

545

1220

680

345

350 L

3.3 KW/24H 6.4 KW/24H 8 KW/24H 3.3 KW/24H 6.4 KW/24H

Forced Air Forced Air Forced Air Forced Air Forced Air

1/4 HP 1/4 HP 1/3 HP 1/4 HP 1/3 HP

480 W 480 W 620 W 480 W 480 W

SPECIFICATION

K-SERIES
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COLDWELL

FOH-SERIES

SPECIFICATION
KCW-9 KCW-15 KCW-18MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

WELL DIMENSION (mm)

CAPACITY

REFRIGERANT

COMPRESSOR

+4 / +8 °C

R134a

1/6 HP 1/6 HP 1/6 HP

1000 x 385 x 240 1530 x 385 x 240 1882 x 385 x 240

682 x 305 x 154 1217 x 305 x 154 1571 x 305 x 154

4x 1/3 GN Containers 7x 1/3 GN Containers 9x 1/3 GN Containers

KCW-9



KBC-95KBC-1D

KBC-2D

KBC-200

KBC-3D

BOTTLE�COOLER

K-SERIES

Pg.28 | KLAUS - BOTTLE COOLER



KBC-1D KBC-2D KBC-3D KBC-95 KBC-200MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

POWER CONSUMPTION
(KW/24h)

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

Chiller: +4 / +10 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

Chiller: R134a  | Freezer: R404a

Hydrophilic Plated

600

535

800/900

900

535

800/900

1352

535

800/900

645

635

1770

530

378

650/750

830

378

650/750

1282

378

650/750

545

459

1530

130/150 L 204/235 L 332/383 L 375 L

1290

635

1770

1170

459

1530

1073 L

Forced Air Forced Air Forced Air Forced Air Forced Air

4.1 5 8.2 6.3 9.75

1/6 HP 1/6 HP 1/4 HP 1/6 HP 1/4 HP

287W 287W 485W 287W 485W

SPECIFICATION

K-SERIES

KLAUS - BOTTLE COOLER | Pg.29



 Pg. 30 | KLAUS - WINE CABINET

BACK OF HOUSE SERIES

K-SERIES

KBCW-95P / KBCW-95D 

KBC1W-P KBC1W-D

KBCW-200-D

WINE�CABINET



KLAUS - WINE CABINET | Pg. 31 

KBC1W-P KBC1W-D KBCW-95-P KBCW-95-D KBCW-200-DMODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY (Bottles)

SUS 304 THICKNESS

POWER SUPPLY

RACK TYPE

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

+4 / +22 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

R134a

Hydrophilic Plated

600

535

800 / 900

600

535

800 / 900

645

635

1770

1290

635

1770

530

378

650 / 750

530

378

650 / 750

545

455

1530

1190

455

1530

18 20 70 140

Forced Air Forced Air Forced Air Forced Air

Pull Out Diamond Diamond Diamond

1/6 HP 1/6 HP 1/6 HP 1/4 HP

287 W 287 W

645

635

1770

545

455

1530

54

Forced Air

Pull Out

1/6 HP

287 W 287 W 485 W

SPECIFICATION

K-SERIES
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KHT-16KHT-10

KRT-16 KRT-32

HEAT�CART
COLD�CART

K-SERIES
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KHT-10 KHT-16 KRT-16 KRT-32

N/A

N/A

N/A

MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

POWER CONSUMPTION

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

+78 / +84 °C +1 / +4 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

Chiller: R134a

Hydrophilic Plated

720

800

1370

720

800

1760

720

800

1990

1385

800

1990

600

655

950

600

655

1340

600

655

1250

1265

655

1250

373 L 480 L 520 L 940 L

N/A

N/A

N/A Forced Air Forced Air

1/4 HP 1/3 HP

480 W 630 W

N/A N/A 6.5 KW/24h 8.1 KW/24h

SPECIFICATION

K-SERIES



Pg.34 | KLAUS - BLAST CHILLER / FREEZER

BACK OF HOUSE SERIES

KSBCF-20KSBCF-10

KSBCF-30 / 40 KSBCF-50

REACH-�IN�BLAST
CHILLER�/�FREEZER

K-SERIES



KLAUS - BLAST CHILLER / FREEZER | Pg.35

KSBCF-10 KSBCF-20 KSBCF-30 / 40 KSBCF-50 (*)MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

EVAPORATOR FANS

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

Blast Chiller: +90 to +3 °C (in 90 mins)
Blast Freezer: +90 to -18 °C (in 240 mins)

External: 0.8mm | Internal: 0.6mm

380V/50HZ/3PHASE

R404a

Hydrophilic Plated

707

804

1290

707

804

1290

707

804

1735

707

804

1905

587

350

700

587

350

700

587

350

1020

587

350

1195

10 KG 20 KG 30 / 40 KG 50 KG

Forced Air Forced Air Forced Air Forced Air

1 2 2 3

9/16 HP 1-1/8 HP 1-3/4 HP 2 HP

1286 W 2221 W 3482 W 3804

SPECIFICATION

K-SERIES

Note:
* This model fitted with 19�mm drainage for defrost water.



Pg.36 | KLAUS - BLAST CHILLER / FREEZER

BACK OF HOUSE SERIES

ROLL-IN�BLAST
CHILLER�/�FREEZER

K-SERIES



KLAUS - BLAST CHILLER / FREEZER | Pg.37

KSBCF-90 KSBCF-120 KSBCF-160 KSBCF-200 KSBCF-240MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

DRAIN OUTLET (*)

POWER SUPPLY

EVAPORATOR FANS

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR (**)

HEAT REJECTION

EVAPORATOR

Blast Chiller: +90 to +3 °C (in 90 mins)
Blast Freezer: +90 to -18 °C (in 240 mins)

External: 0.8mm | Internal: 0.6mm

380V/50HZ/3PHASE

R404a

Hydrophilic Plated

1470

1250

2385

1470

1250

2385

1470

1250

2385

1470

2350

2385

680

1036

1875

680

1036

1875

680

1036

1875

680

2136

1875

90 KG 120 KG 200 KG 240 KG

Forced Air Forced Air Forced Air Forced Air

2 2 3 4

7.5 HP 7.5 HP 15 HP 25 HP

9200 W 10950 W

1470

1250

2385

680

1036

1875

160 KG

Forced Air

3

15 HP

19700 W 19700 W 27100 W

SPECIFICATION

K-SERIES

Note: 
* All models are fitted with 19�mm drainage for defrost water
** Condensing unit and refrigerant are not included, suggested specification please check with KLAUS



FOH - SERIES



COUNTER DOOR

COUNTER DRAWER

CAKE DISPLAY

JEWELLERY DISPLAY

ICE-CREAM DISPLAY

SUSHI DISPLAY

WINE DISPLAY

BOTTLE COOLER



Pg.40 | FOH - COUNTER DOOR

FOH-CC-2DFOH-CC-1D

FOH-CC-3D

COUNTER�DOOR

FOH�-�SERIES



FOH - COUNTER DOOR | Pg.41

FOH-CC-1D FOH-CC-2D FOH-CC-3DMODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

MAX PIPE LENGTH (m)

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

+1 / +4 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

R134a

Hydrophilic Plated

1036

750

750

1549

750

750

2063

750

750

427

556

622

940

556

622

1452

556

622

151 L 335 L 518 L

Forced Air Forced Air Forced Air

8 8 8

1/4 HP 1/4 HP 1/2 HP

440 440 564

SPECIFICATION

FOH�-SERIES



Pg.42 | FOH - COUNTER DRAWER

FOH-DC-2NFOH-DC-1N

FOH-DC-3N

COUNTER�DRAWER

FOH�-�SERIES



FOH - COUNTER DRAWER | Pg.43

FOH-DC-1N FOH-DC-2N FOH-DC-3NMODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

MAX PIPE LENGTH (m)

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

+1 / +4 °C

External: 0.8mm | Internal: 0.6mm

220V/50HZ/1HP

R134a

Hydrophilic Plated

1036

750

750

1549

750

750

2063

750

750

427

556

622

940

556

622

1452

556

622

151 L 335 L 518 L

Forced Air Forced Air Forced Air

8 8 8

1/4 HP 1/4 HP 1/2 HP

440 440 564

SPECIFICATION

FOH�-SERIES



Pg.44 | FOH - CAKE DISPLAY

CAK-1200CAK-900

CAK-1500 CAK-1800

CAKE�DISPLAY

FOH-SERIES



FOH - CAKE DISPLAY | Pg.45

CAK-900 CAK-1200 CAK-1500 CAK-1800

3/4 HP1/2 HP

MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

GLASS TYPE

POWER SUPPLY

SUS 304 THICKNESS

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

HEAT REJECTION

EVAPORATOR

+5 / +8 °C

Double Layer Ultra-Clear Heated Glass 

External: 1 mm | Internal: 0.6 mm

220V/50HZ/1HP

R134a

Hydrophilic Plated

900

800

1100

1200

800

1100

1500

800

1100

1800

800

1100

860

730

510

1160

730

510

1460

730

510

1760

730

510

320 L 432 L 543 L 655 L

Forced Air Forced Air Forced Air Forced Air

860 W 860 W 860 W 1167 W

SPECIFICATION

FOH-SERIES



Pg.46 | FOH - JEWELLRY DISPLAY & ICE CREAM DISPLAY

JWL-1200JWL-600

ICM-1200

JEWELLERY�DISPLAY
ICE�CREAM�DISPLAY

FOH�-�SERIES



FOH - JEWELLRY DISPLAY  | ICE CREAM DISPLAY | Pg.47

JWL-600 JWL-1200 ICM-1200MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

GLASS TYPE

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

INT. LIGHT TYPE

EVAPORATOR

+5 / +8 °C -13 / -15 °C

External: 1 mm | Internal: 0.6 mm

Double Layer Ultra-Clear Heated Glass 

2700K LED  Lighting

220V/50HZ/1HP

R134a R404a

Hydrophilic Plated

600

700

1100

1200

700

1100

1200

650

1140

560

650

280

1160

650

280

1160

400

500

94 L 210 L 230 L

Forced Air Forced Air Forced Air

1/4 HP 1/3 HP 5/8 HP

SPECIFICATION

FOH�-SERIES



KSUS-1200

KSUS-1500

KSUS-1800

SUSHI�DISPLAY

FOH-SERIES

Pg.48 | FOH - SUSHI DISPLAY



KSUS-1200 KSUS-1500 KSUS-1800MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

GLASS TYPE

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

INT. LIGHT TYPE

EVAPORATOR

+5 / +8 °C

External: 1 mm | Internal: 0.6 mm

Double Layer Ultra-Clear Heated Glass 

2700K LED  Lighting

220V/50HZ/1HP

R134a

Hydrophilic Plated

1200

350

350

1500

350

350

1800

350

350

1160

270

250

1460

270

250

1760

270

250

78 L 98 L 118 L

Static Cool Static Cool Static Cool

1/4 HP 1/3 HP 3/7 HP

SPECIFICATION

FOH-SERIES

FOH - SUSHI DISPLAY | Pg.49



Pg.50 | FOH - WINE DISPLAY

KWD-1500 / KWD-1500(B)*KWD-750 / KWD-750(B)*

KWD-1800 / KWD-1800(B)* 

WINE�DISPLAY

FOH�-�SERIES

*(B): Both Side Display Models, can display both side and have double capacity compare to original models.  



FOH - WINE DISPLAY | Pg.51

KWD-750 / KWD-750(B)* KWD-1500 / KWD-1500(B)* KWD-1800 / KWD-1800(B)*MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

GLASS TYPE

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

INT. LIGHT TYPE

EVAPORATOR

+5 / +16 °C

External: 1 mm | Internal: 0.6 mm

Double Layer Ultra-Clear Heated Glass 

2700K LED  Lighting

220V/50HZ/1HP

R134a

Hydrophilic Plated

750

500 / 700

2700

1500

500 / 700

2700

1800

500 / 700

2700

670 / 700

400 / 620

2110

1420 / 1460

400 / 620

2110

1720 / 1760

400 / 620

2110

60 / 120 Bottles 140 /280 Bottles 170 / 340 Bottles

Forced Air Forced Air Forced Air

1/2 HP 1 HP 1 HP

SPECIFICATION

FOH�-SERIES

*(B): Both Side Display Models, can display both side and have double capacity compare to original models.  



Pg.52 | FOH - BOTTLE COOLER

*(S): Solid Door Models, share the same specification with original models but equiped with Solid Door.

FOH-BC-2D / FOH-BC-2D(S)*FOH-BC-1D / FOH-BC-1D(S)*

FOH-BC-3D / FOH-BC-3D(S)*

BOTTLE�COOLER

FOH�-�SERIES



FOH - BOTTLE COOLER | Pg.53

FOH-BC-1D FOH-BC-2D FOH-BC-3DMODEL

TEMP. RANGE

EXT. DIMENSION (mm)

Width

Depth

Height

INT. DIMENSION (mm)

Width

Depth

Height

CAPACITY

SUS 304 THICKNESS

POWER SUPPLY

GLASS TYPE

REFRIGERATION SYSTEM

REFRIGERANT

COMPRESSOR

INT. LIGHT TYPE

EVAPORATOR

+4 / +10 °C

External: 1 mm | Internal: 0.6 mm

Double Layer Ultra-Clear Heated Glass 

2700K LED  Lighting

220V/50HZ/1HP

R134a

Hydrophilic Plated

600

535

800

900

535

800

1352

535

800

530

380

620

830

380

620

1282

380

620

130 L 204 L 332 L

Forced Air Forced Air Forced Air

1/5 HP 1/5 HP 1/4 HP

SPECIFICATION

FOH�-SERIES



Pg.54 | KLAUS - COLD PAN / FROST TOP

KFT-900KDI-900

KDI-1200 KFT-1200

KDI-1500 KFT-1500

COLD�PAN
FROST�TOP

FOH-SERIES



KLAUS - COLD PAN / FROST TOP | Pg.55

SPECIFICATION

FOH-SERIES

COLD PAN
KDI-900 KDI-900 KDI-900MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

WELL DIMENSION (mm)

POWER SUPPLY

REFRIGERANT

COMPRESSOR

+4 / +10 °C

220V/50HZ/1HP

R134a

1/4 HP 1/3 HP 1/2 HP

900 x 600 x 300 1200 x 600 x 300 1500 x 600 x 300

800 x 500 x 250 1100 x 500 x 250 1400 x 500 x 250

FROST TOP
KFT-900 KFT-1200 KFT-1500MODEL

TEMP. RANGE

EXT. DIMENSION (mm)

TOP DIMENSION (mm)

POWER SUPPLY

REFRIGERANT

COMPRESSOR

-2 / -6 °C

220V/50HZ/1HP

R134a

1/3 HP 1/2 HP 3/4 HP

900 x 600 x 500 1200 x 600 x 500 1500 x 600 x 500

800 x 500 1100 x 500 1400 x 500



Pg.56 | ENVIRONMENTAL COMMITMENT

ENVIRONMENTAL�COMMITMENT
At KLAUS, we are commited to supply only eco-friendly and quaility engegy effiency CFC-free 
refrigerant e.g. : R134a and R404a.
From design to production, we consider and evaluate to minimize energy consumption and 
impact on our planet Earth.
In our products, we use 100 percent eco-fiendly recycleable materials and components in 
order to reduce carbon footprint and im prove our sustainability. For Our Green Planet Earth.



CONTACT INFORMATION | Pg.57

CONTACT�US

Lot F14-4, Road No. 24, Hiep Phuoc IP,
Nha Be, Ho Chi Minh City, Vietnam

P : (+84) 28 7300 2118
E : sales-coordinator@klaus-refrigeration.com

W : klaus-refrigeration.com

KLAUS REFRIGERATION

HO CHI MINH OFFICE / FACTORY

FOR FACTORY VISIT, please email to:
E : marketing1@klaus-refrigeration.com
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